








CNC Machining: - Tooling requirements dependent 
upon machining method used.

Sawing: - using a beam saw, CNC or dimensional
panel saw.

Edge Banding: -  using conventional edge banding
machinery with or without pre-miling.

2mm ABS edging  directly applied using standard
conventional edge-banding machinery.

Drilling: - using conventional tooling.

Machining



  
Processing Benefits:

Drilling Sawing Shaping Edging Transport Install

Machining:
•  Use conventional machinery including 
   standard edge-banding equipment.

Environmental:
•  Paper core consists of 100% recycled, post-
   consumer paper waste.  
•  E-Zero MDF or VOC-free hardboard surface 
   layers supplied as standard. 
•  Energy savings in processing, manufacture, 
   transportation, waste removal and delivery

Health:
•  Paper core is VOC-free.
•  Reducted airborne wood dust during machining

E -Zero or VOC-free surface layers, supplied as 
   standard. 
•  Working with lightweight panels reduces the 
   risk of weight related injuries resulting in less 
   employee absenteeism.

Weight:
•  Less labour needed for lifting, processing and 
   installation. 
•  Light weight removes the need for structural
   material use in design. 
•  Furniture can incorporate increased 
   thicknesses which match imported designs. 
•  Less injury related down time. 
•  Less or lighter weight hardware required to
   operate panels and doors.  

Transportation:
•  Volume increases per delivery vehicle.
• Less weight means less vehicle wear & tear

Installation:
•  Quicker installation times. 
•  Less labour required.  

Cost Savings:
•  Lower energy requirements
•  Reduction in weight -related staff  ed injuries
•  Quicker processing times
•  Less material required in construction
•  Hardware reduction
•  Reduced transportation costs
•  Reduced installation cost
•  Reduced costs associated with waste removal
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Hafele Fittings for

Hafele is a pioneer in the field of connection fittings 
for frameless lightweight panels. They were the 
first to develop connectors; which allowed for 
extremely robust, load-bearing structures to be 
created using this innovative material, for which 
they have received numerous innovatiion awards.

The innovative Varianta screw allows for seamless 
integration of a wide variety of standard fittings to 
be used with Purepanel Plus. The varianta screw 
works with outer skins as thin as 4mm.

Tradespeople can now use specially developed 
lightweight board fittings, existing hardware, and 
traditional joinery methods to build furniture using 
Purepanel Plus 
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